CIVIL ENGINEERING CONSULTANTS
6160 North Cicero Avenue, Sulte 500
Chicago, llinois 60123-1369

REGINA WEBSTER
AND ASSOC. INC.

Regina Webster & Associates, Inc

CONTROLLER SEQUENCE
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gEEdE < ; 55
THE TRAFFIC SIGNAL CONTROL EQUIPMENT FOR THERMOPLASTIC PAVEMENT MARKING - LINE 6" Foor 218 < % - 3
THIS PROJECT SHALL BE “NTCIP” COMPLIANT THERMOPLASTIC PAVEMENT MARKING - LINE 24 FOOT 95 b < ' n >,/
THERMOPLASTIC PAVEMENT MARKING REMOVAL SQ FT 260 L el - - "
CONDUIT IN TRENCH, 2" DIA., GALVANIZED STEEL FOOT 285 0 ¥y -
CONDUIT IN TRENCH, 25" DIA., GALVANIZED STEEL FOOT 28 B AN z
CONDUIT PUSHED, 4" DIA., GALVANIZED STEEL FOOT 143 3 A0
HANDHOLE EACH { > 5
TRENCH AND BACKFILL FOR ELECTRICAL WORK FOOT 323 P > 5
MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION EACH t 1 3
FULLY ACTUATED CONTROLLER AND TYPE IV CABINET EACH {
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 2C FOOT 335
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C FOOT 335
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 5C FOOT 606
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 TC FOOT 200
ELECTRIC CABLE IN CONDUIT, NO. 6 2C FOOT 403 CABLE PLAN
DRILL EXISTING HANDHOLE EACH 8 CABLE PLAN L EGEND
TRAFFIC SIGNAL POST, GALVANIZED STEEL 10 FT. EACH {
TRAFFIC SIGNAL POST, GALVANIZED STEEL 14 FT, EACH 2
, T PROPOSED XIST PROPOSED
TRAFFIC SIGNAL POST, GALVANIZED STEEL 16 FT. EACH 1 EXISTING EXISTING
STEEL MAST ARM ASSEMBLY AND POLE, 26 FT. EAEH } 8" (200mm) TRAFFIC SIGNAL SECTION R]
STEEL MAST ARM ASSEMBLY AND POLE, 36 FT. ACH — Y
CONCRETE FOUNDATION, TYPE E  30-INCH DIAMETER FOOT 15 [R] 12 (300mm) TRAFFIC SIGNAL SECTION SICNAL FACE WITH BACKPLATE.
1. D. 0. T. CONCRETE FOUNDATION, TYPE E  36-INCH DIAMETER FOOT 15 - ) - P INDICATES PROGRAMMED HEAD
TRAFFIC SIGNAL INSTALLATION SIGNAL HEAD, L.E.D., 1-FACE, 3-SECTION, BRACKET MOUNTED EACH 2 () [w] 127 (300mm) PEDESTRIAN SIGNAL SECTION -]
ELECTRI CAL SERVICE REQUIREMENTS SIGNAL HEAD, L.E.D., 1-FACE, 3-SECTION, MAST ARM MOUNTED  EACH 6 -
L L u SIGNAL HEAD, L.E.D., 1-FACE, 5-SECTION, BRACKET MOUNTED EACH 2 [ &l o (3500mm) PEDESTRIAN SIGNAL SECTION e
TYPE NO. LAMPS WATTAGE | % OPERATIONS | TOTAL SIGNAL HEAD, L.E.D., I-FACE, 5-SECTION, MAST ARM MOUNTED  EACH 2 w mm " —
INCAND.| LED WATTAGE INDUCTIVE LOOP DETECTOR EACH 6 = [B><# RAILROAD CONTROL CABINET
SIGNAL (RED) 12 135 17 0.50 102 a%ggsggbm[)%lm“f[;;?“- LED.. 1-FACE, BRACKET MOUNTED . Q [&]c| 12" (300mm) PEDESTRIAN SIGNAL SECTION  E' E ILLUMINATED SIGN, FIBER OPTIC
W/ COUNTDOWN TIMER . " FT TURN"
(Yiétgm ig 1;-’5’ ;“: g-;: 75 TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM EACH 8 %, 10 . NO LEFT TU
( - 45 PEDESTRIAN PUSH-BUTTON EACH 4 < o "B ILLUMINATED SIGN, FIBER OPTIC
=< B4 .
ARROW 8 135 i) 0.10 2.6 REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT EACH 1 — > CONTROLLER CABINET “NO RIGHT TURN"
PED. SIGNAL 2 30 25 100 100 REMOVE EXISTING CONCRETE FOUNDATION EACH 2 SERVICE INSTALLATION
~GNTROTLER : 55 60 50 106 TEMPORARY INFORMATION SIGNING SO FT  102.8 Eh " H/C H/C GROUND ROD AT HANDHOLE,
- SERVICE INSTALLATION, POLE MOUNT EACH { o m TELEPHONE CONNECTION 'Ill 'lll DOUBLE HANDHOLE, OR CONTROLLER
ILLUM. SIGN - 252 25 0.05 - UNINTERRUPTABLE POWER SUPPLY (UPS) EACH 1 —_ MAGNETIC DETECTOR P P
VIDEO SYSTEM _ 150 - 1.00 _ ELECTRIC CABLE IN CONDUIT, GROUNDING, NO.6 1C FoOT 403 - .||”_<) '””" GROUND ROD AT POST
SIGN PANEL - TYPE 11 SOFT 215 [>o Bo  EMERGENCY VEHICLE < . OR MAST ARM POLE
LIGHT DETECTOR el cRound Rop AT ELECTRIC
FLASHER LED D—o P—  CONFIRMATION BEACON SERVICE INSTALLATION
TOTAL 431.6 | FOUNDATION DEPTH | DEPTH (FT.) CABLE SLACK (FT.) VERTI CAL (FT.) GROUND CABLE IN CONDULT
TYPE A - POST 4 HANDHOLE 6.5 | ALL FOUNDATIONS 3.5 ®  PUSHBUTTON DETECTOR @ ® NO.6 SOLID COPPER (GREEN')
ENERGY COSTS- BILLED To; NORTH CHICAGO D - CONTOLLER 4 DOUBLE HANDHOLE 13 | MAST ARM (L) POLE | =20 +.-2 .
1850 LEWIS AVE E - MAST ARM POLE STGNAL POST 2 | BRACKET MOUNTED i3 [[] VEMICLE DETECTOR, INDUCTION LOOP KO, 62t/ 196 pomtioR vl
,?EORTE:* Scmggo- IL 60064 30" 15 CONTOLLER CAB. 1 | PED. PUSHBUTTON 4 T
ENERGY SUPPLY - conTacT NEW BU 36" s FIBER OPTIC T3 |ELECTRICAL SERVICE| 13.5 @ (2)  DENOTES NUMBER OF CONDUCTORS, B (Bl  UNINTERUPTED POWER SUPPLY
PHONE _1-866-639-3552 ALL CABLE NO. 14 EXCEPT AS INDICATED.
az 25 ELECTRICAL SERVICE| 1 | SERVICE TO GROUND | 13.5 ALL LOOP DETECTOR CABLE
COMPANY _COMED GROUND CABLE [ POSTMOUNTED 6 TO BE SHIELDED.
= = DESIGNED - JS REVISED - F.A.P. TOTAL | SHEET
FILE NN R IL ROUTE 131 (GREEN BAY RD) AND SARATOGA AVE.- SCHEDULE OF  |RTE. SECTION CONTY _|SHEETS | *No.
e DRAMy ..o TEVISED STATE OF ILLINOIS QUANTITIES, CABLE PLAN & PHASE DESIGNATION DIAGRAM VA, 2009-006 T5 e | 21 | 9
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